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1296 Kifer Rd. Unit #605
Sunnyvale, CA 94086
Tel: (408) 530-8080
Fax: (408) 530-0096

Please follow the steps to conduct the SuperPro 5000 hardware test. 
1) Please save the attached sp5k_st.USB file to software folder C:\SP5000\algo1. 
2) Insert the standard socket adapter and turn on the programmer.

3) Open the software. 
4) Click “Device” and type "Xeltek" under search.  Choose the first one on the list which is "####..111...TST".  
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<The screenshot of the Setting after choosing the device>

5) Modify “Edit Auto” as shown below.
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<The screenshot of Edit Auto window>

6) Run “Auto” without any chip or socket installed on the programmer

7) The normal result is shown in the following screenshot. Otherwise, there are problems with SuperPro 5000. 
[image: image4.png]2]

e bufer Devce Opin Projct Fob
[ p————TTT g 3
Crecaun OO0 Fio = 3

Operation Option

&

Bt Auto Dev. Config Dev. Info Data Compare

o aow + aremie.
nuto

2 Preparing.

S et rintosic |

2% TEST 6ND

% TEST Pindriver,
% TEST Pindru1
% TEST Pindru2
% TEST Pinbrua

34 calibrate

2% TEST FRat

0:001 00717 elapsed.
operating ...

12v : Pini 2

SV : Pinz3,24,71,72

SV : Pind7,48,73,74

loverate ok v
< 3

Suecess: [1 Court down: | Disable:
Fawe: [0 CowtTota | ©

Total, 1 Remains: o

(Reset Gout Do

Ready TCaNCEL





*Make sure there is no number shown below PinLogic Test and each Pindriver Test even if it shows “Operation  OK!” message.  
www.xeltek.com


